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iMac
1 (or 2) Digital Wireless Cameras & Power Cable(s)

iMac
1, 7 inch Digital Wireless Monitor (split-screen) & Power Cable 

iMac
Camera / Monitor Mounts (windscreen/suction & dashboard ‘U’ mount) and Cigarette Lighter Power Adapter 





iMac
Thanks for purchasing the Agri-Vue™ digital wireless camera system. This User Manual will enable you to install and operate the system.

Agri-Vue™ is a driving/operating aid and should be utilised in conjunction with vehicle/machine rear-view and wing mirrors etc. 




















iMac
Before drilling/fixing the camera, please ensure that the monitor can receive the camera images; reposition the camera/aerial until full signal is received by the monitor. Ensure that power cables are secure and are routed away from hot, or moving parts

iMac
Step 3. Once all cables are installed and secured, re-test the system by ensuring that the monitor can receive images from the camera(s). The cameras are pre-paired to the monitor and pairing instructions can be found on Page 9.








iMac
	The camera(s) can be powered via the reversing light or any lighting circuit (side/marker lights etc), or any 12V/24V supply.

iMac
	The Monitor is powered via the Cigarette Lighter Power Adapter, or the hard-wire power adapter (included).     
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1. The Monitor will pair to the CH that is not already paired (i.e if camera 1 is switched on, the monitor will pair a new camera to CH2). If no cameras are switched on, or paired, the monitor will pair CH1 - press the ‘pair’ button after switching the monitor on - a 20 second on screen countdown will begin (power the camera to be paired within the countdown period).

2. The Monitor can not pair while in split screen mode - press the ‘Cam’ button to select Cam1, or Cam2 before pairing.

3. The Monitor Menu button does not work if the monitor is already paired to 2 cameras (that are switched on).
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I Camera I 
Gamma Correction 

Image Sensor 

Lens 

View Angle 

Sync System 

Infrared distance 

Usable Illumination 

Power Source 

S/N Ratio 

Electronic Iris 

Video Output 

IR Switch Control 

Impact Rating 

r=0.45 to 1.0 

5401V lines 

2.5mm 

120 ° 

Internal Synchronization 

50 Feet (8 Infrared) 

0 Lux (IR On) 

DC12/24V

More than 48dB 

1 /50, 160-1/100,000sec 

1Vp.p 75ohm 

ACDS Automatic Control 

20G Vibration/1 OOG Shock 

Operating Temperature -30° C - +60° C/RH 950/o Max

Storage Temperature -30° C - +60°C/RH 950/o Max

Waterproof Rating IP68 

。
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Please contact us for any issues, inside or outside, of the warranty period:

support@trailervision.co.uk

01733 246473

iMac

www.trailervision.co.uk

iMac
Agri-Vue™
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